DUTY: Suitable for use in bore wells having a static water level ranging from 12 meters to 33 meters.

STROKE LENGTH: 125±4 mm.

DISCHARGE: 17 liters per minute for 40 strokes.

CONSTRUCTION 

A. HEAD ASSEMBLY: side plate, back plate, front end top and bottom end plates are made from 4 mm thick MS plates. The bottom flange is made from 6 mm thick MS plate. 

B. HANDLE : Made from 32 mm square MS bar. Length of handle is 1170 mm. 

C. CHAIN ASSEMBLY: 7 Pitch Chain Assembly welded with M12 Internal Threaded Coupler. 

D. COVER: Made from 2 mm CR Sheet. 

E. WATER CHAMBER: Top and bottom flanges are made from 6 mm thick MS plates. Pipe used is 150 mm NB medium class pipe. The riser pipe holder is made from solid bars to hold 32 mm riser pipes. 

F. STAND: The stand flange is made from 6 mm thick MS plate. The pipe used is 150 mm medium ‘B’ class pipe. The angles are 40 X 40 X 6 mm. 

G. CONNECTING ROD: 12 mm dia. MS bright rod / FGR rod in 3 meter length welded with coupler and half coupler electro-galvanized. 

H. CYLINDER: 63.5 MM ID. Cast Iron cylinder with brass liner and cast iron caps of 32 mm thread with two nitride rubber cup washer (leather) and plunger rod. Option for PVC Cylinder.

RISER PIPE: 32 mm Nominal Bore Galvanized Iron Pipes of Medium Class / FGP Pipes.

	
	1. PLUNGER ROD 

2. SEALING RING 

3. PLUNGER YOKE BODY 

4. RUBBER SEATING 

5. SPACER 

6. FOLLOWER 

7. CYLINDER BODY 

8. RUBBER SEATING 

9. CHECK VALVE SEAT 

10. REDUCER CAP 

11. REDUCER CAP 

12. UPPER VALVE GUIDE 

13. PUMP BUCKET 

14. PUMP BUCKET 

15. BRASS LINER 

16. RUBBER SEAT RETAINER 

17. CHECK VALVE GUIDE 

18. SEALING RING 

19. SEALING RING 
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Sectional Details of
Pumphead Assembly
	1. COVER BOLT 

2. AXEL WASHER NUT & 
CHECKNUT 

3. CONNECTING ROD CHECK NUT 

4. HEAD ASSEMBLY 

5. WATER TANK ASSEMBLY 

6. BOLT NUT WASHER & 
CHECK NUT 

7. STAND ASSEMBLY 

8. CASING PIPE 

9. RISER PIPE 

10. CONNECTING ROD 

11. INSPECTION COVER 

12. CHAIN BOLT & NUT 

13. CHAIN 

14. CHAIN COUPLING 

15. GUIDE BUSH 

16. RISER PIPE HOLDER 

17. SPOUT 

18. INSTALLATION MARK 

19. LEG 

20. SHROUD FOR USE
UPTO 6" CASING PIPE 




MAINTENANCE / REPAIR: 
A. A mobile team of a minimum of three skilled persons will be required. 

B. The repair van has to carry all the special and standard tolls. 

C. The time involved for changing of worn out cup washer will be minimum 1 to 1 ½ hours depending upon number of riser pipes. 

NOTE : According to customer’s requirement we can supply pedestal with round or square flange instead of legs. To avoid corrosion problems, we can supply µPVC / stainless steel raiser pipes with stainless
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